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BUMED | NSTRUCTI ON 6240. 10

From Chief, Bureau of Mdicine and Surgery

To: Al l

Shi ps and Stations

Subj: STANDARDS FOR POTABLE WATER

Ref : (a)
(b)
(c)

(d)

(e)
()
(9)

(h)

(i)

(1)

(k)
(1)
(m
Encl: (1)

(2)

DoD Directive 6230.1 of 24 Apr 78 (NOTAL)

OPNAVI NST 5090. 1A ( NOTAL)

Safe Drinking Water Act, Public Law 93-523, as Anmended
( NOTAL)

Title 40, Code of Federal Regulations Part 141,

(40 CFR 141), National Primary Drinking \Water

Regul ati ons ( NOTAL)

Federal Register, Vol. 56, No. 20, 30 Jan 90
(56FR3526) ( NOTAL)

Federal Register, Vol. 56, No. 110, 7 Jun 91
(56FR26460) ( NOTAL)

Title 40, Code of Federal Regul ations, Part 143,

(40 CFR 143), National Secondary Drinking \Water

Regul ati ons ( NOTAL)

STANAG 2136, NATO St andardi zati on Agreenent, M ni num
Requi renents of Water Potability for Short Term I ssue
( NOTAL)

QSTAG 245, Edition 2, Anerican-British-Canadi an-
Australian Arm es Quadripartite Standardization
Agreenent, M ninum Requirenents for Water Potability
(Short and Long Term Use) (NOTAL)

ABC NAVSTAG 23C, Anerican-British-Canadi an-Australian
Naval Quadripartite Standardization Program Quality
St andards for Potable Water (NOTAL)

NAVMED P- 501 0-5, Manual of Naval Preventive Mdi cine,
Chapter 5, Water Supply Ashore (NOTAL)

NAVMED P- 501 0- 6, Manual of Naval Preventive Mdicine,
Chapter 6, Water Supply Afloat (NOTAL)

BUMEDI NST 5450. 157 ( NOTAL)

National Primary Drinking Water Regul ati ons ( NPDWRs),
Treated Water Qual ity Standards

Nat i onal Secondary Drinki ng Water Regul ati ons
(NSDWRs), Secondary Maxi mum Cont am nant Level s

1. Purpose. To establish potable water standards for the Navy
and Marine Corps, and to prescribe the use of DD 686, Fluoride/
Bacteri ol ogi cal Exam nation of Water and DD 710, Physical and
Chem cal Analysis of \Water.
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2. Cancel | ati on. NAVMEDCOM | nstructi on 6240.1

3. Policy and Agreenent

a. Policy. References (a) and (b) established the policy
of conpliance by the Departnent of the Navy w th NPDWRs
i npl emented by reference (c) and published in references (d),
(e), and (f). NSDWRs contained in reference (g), and anended by
references (e) and (f) nust also be foll owed where nandated by
State law. In other areas, the secondary maxi mum cont am nant
| evel s are optional, reasonable goals for Navy and Mari ne Corps
drinking water. NPDWRs may be nodified by the Bureau of Medicine
and Surgery (BUMED) for Navy drinking water systens afloat and
overseas. Maximum contam nant |evels for Navy drinking water
systens are listed in enclosures (1) and (2).

b. International Agreenents. Qutside of the United States
this instruction applies to Navy and Marine Corps facilities
consistent with international agreenents, status of force
agreenents, or host country | aws.

(1) Reference (h) sets mnimumrequirenents for
potability of drinking water to be used by North Atlantic Treaty
Organi zation forces when operating on land, issued to troops in
conbat zones, or in any strict energency situation.

(2) Reference (i) is an agreenent between the Arm es of
the United States, United Kingdom Australia, and the Canadi an
Forces to adopt mninmumrequirenents for potability of drinking
water to be issued to troops in conbat zones or any other strict
energency situations.

(3) Reference (j) gives the United States Navy, the Royal
Navy, the Royal Canadi an Navy, and the Royal Australian Navy
assurance that potable water delivered to each other's ships from
installations under their cognizance nmeets certain m ni num
standards of quality.

4. Regul ations. Mandatory regul ations for bacteriol ogi cal
quality, physical and chem cal characteristics, and radioactivity
wll be those in references (d), (e), and (f) or of those States
granted primary enforcenent authority. References (k) and (I)

di scuss the application of these regulations to shore stations
and ships respectively and are avail abl e through normal supply
channel s.

5. Regulations Qutside the United States. In foreign countries,
Navy and Marine Corps installations classified as suppliers of
wat er nust foll ow substantive and procedural requirenments of
references (d), (e), and (f), or the host country, whichever is
nore stringent. Requests to deviate fromthis requirenment nust
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be submtted in witing to the Chief, Bureau of Medicine and
Surgery (MED-24), 2300 E Street, NW Washi ngton, DC 20372-5300,
via the cogni zant Navy environnmental and preventive nedicine unit
( NAVENPVYNTMEDU) , and the Navy Environnmental Health Center, 2510
Wal mrer Avenue, Norfol k, VA 23513-2617.

6. Responsibility

a. Ashore, routine sanpling and reporting of potable water
quality at Navy and Marine Corps facilities, is a conmand respon-
sibility per reference (b). The Naval Facilities Engineering
Command ( NAVFACENGCOM) has general cogni zance over Navy and
Mari ne Corps water system operation, maintenance, nonitoring, and
reporting. The Medical Departnent is assigned an advisory role
concerni ng potable water supply by reference (b). Reference (k)
requi res the performance of special purpose bacteriol ogi cal and
chem cal anal ysis of potable water supplies, as necessary,
to make recommendations for correction of sanitary defects.
Sanpling results from special surveys by the Medi cal Depart nment
do not apply toward satisfying the reporting requirenents of
references (d), (e), and (f).

b. Afloat, the responsibility for routine chlorine or
brom ne residual testing and coliform bacteriol ogi cal analysis
of potable water rests with the Medical Departnent, which will be
gui ded by reference (1). Routine chem cal analysis of potable
wat er aboard ship is not required. |If chem cal contam nation of
shi pboard potable water is suspected, the Medical Departnment nust
ask for specific chemcal testing, froma NAVENPVNTMEDU, as
described in reference (m, or fromthe preventive nedicine
departnment of a Navy nedical facility. The ship's conmmandi ng
of ficer nmust report nonconpliance with these standards to the
appropriate type conmand.

7. Monitoring Frequency

a. Testing frequency for determ ning conpliance with this
instruction at shore commands must conply with the requirenents
of references (d), (e), and (f).

b. Testing frequency for determ ning conpliance with
appl i cabl e standards of this instruction for afloat comands nust
conply with the requirenents of reference (I).

8. Laboratory Certification

a. Sanples, to be considered for standards conpliance,
must be anal yzed by | aboratories certified by the State or the
Envi ronnmental Protection Agency (EPA).
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b. Measurenents for turbidity, hal ogen residuals, tenpera-
ture, and pH may be perforned by any person acceptable to the
State or regional EPA adm nistrator.

9. Technical Assistance. Assistance with potable water problens
may be requested fromthe foll ow ng:

a. NAVENPVNTMEDUs per reference (n.

b. Preventive nedicine departnents of naval hospitals and
clinics.

c. NAVFACENGCOM engi neering field divisions.

10. Fornms. DD 686 (11-73), Exam nation of Fluoride/Bacterio-
| ogi cal Water, S/ N 0102-LF-000-6860 and DD 710 (4-53), Physical
and Chem cal Analysis of Water, S/N 0102-LF-007-2100, are

avai l able fromthe Navy Supply System and may be requisitioned
per NAVSUP P-2002D. Afloat commands nmust use a water log in
pl ace of DD 686 for routine record keeping within the command.

D. F. HAGEN

St ocked:

Naval Avi ation Supply Ofice

Physical Distribution D vision Code 103
5801 Tabor Avenue

Phi | adel phia, PA 19120-5099
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NATI ONAL PRI MARY DRI NKI NG WATER REGULATI ONS ( NPDWR)
TREATED WATER QUALI TY STANDARDS
1. Contam nant l|levels for inorganic chemcals (effective

1 January 1993):

OCont am nant OMCLG OMCL OAL O
O Ong/L * Onmg/ L Ong/ L 2 O
OAsbest os O7 mllion O7 mllion 0 0
O Ofi bers/L Ofi bers/L O O
0 Ol onger than Ol onger than U 0
O 010 mcroneters 010 mcronetersO O
OAr seni c O 0 0.05 O O
OBari um o 2 o 2 O O
OCadmni um O 0.005 O 0.005 O O
OChrom um 0 0.1 O 0.1 O O
O Copper 0 1.3 0 01.3 3
OLead O o O O .015 ¢
OMer cury O 0.002 0O 0.002 O O
(ONitrate (as N) 010 J10 U 0
ONitrite (as N) U1 01 U O
OTotal Nitrate and O O O O
ONitrite (as N) 010 J10 U 0
OSel eni um O 0.05 O 0.05 O O
OFl uori de O 4 0 4 0 0

! Maxi num cont ami nant | evel goal (MCLG. The nmaximum | evel of

a contam nant in drinking water at which no known or antici pated
adverse effect on the health of persons would occur, and which
al l ows an adequate margin of safety. MCLGs are nonenforceabl e
heal t h goal s.

2 Action level (AL). Concentrations of |ead or copper in water
that determ ne, in sonme cases, whether a water system nust

Encl osure (1)
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install corrosion control treatnent, nonitor source water,
repl ace |l ead service lines, and undertake a public education
program

® The copper action level is exceeded if the concentration of
copper in nore than 10 percent of tap water sanples properly
coll ected during any nonitoring period is greater than 1.3 ng/L
(i1.e., if the "90th percentile" copper level is greater than 1.3

ng/ L) .

* The lead action level is exceeded if the concentration of |ead
in nmore than 10 percent of tap water sanples properly collected
during any nonitoring period is greater than 0.015 ng/L (i.e.,

if the "90th percentile" lead level is greater than 0.015 ng/L).

Encl osure (1) 2



2.

Cont am nant

|l evels for volatile organic

(effective 1 January 1993).

O Cont am nant
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075
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20
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chem cal s (VCOCs)
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*Ex**E*  Note: P ease see next page for chart which had to be
reduced to fit on page bel ow (page 4 of enclosure 1) ***=*
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3. Contam nant |evels for organic chem cals, pesticides, and
pol ychl ori nat ed bi phenyls (PCBs) (effective 1 January 1993).

! The MCL for total trihal omethanes applies only to water systens
serving 10,000 or nore individuals and which add a di sinfectant

Encl osure (1) 4



3. Contam nant |evels for organic chem cal s,
pol ychl ori nat ed bi phenyls (PCBs) (effective 1 January 1993).

OCont am nant UMCLG
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to the water. For systens serving |l ess than 10, 000 i ndi vi dual s,
i ndi vidual States or BUMED (in overseas |ocations) nmay adopt an
effective date for the MCL.

4. Coliform Bacteria

a. The MCL for coliformbacteria (also called total
coliforns) is based on the presence or absence of total coliforns
in a sanple rather than on an estimate of coliformdensity.

b. The MCL for potable water systens analyzing at |east 40
sanpl es each nonth: No nore than 5.0 percent of the nonthly
sanples may be total coliformpositive.

c. The MCL for systens analyzing fewer than 40 sanpl es each
month: No nore than one sanple each nonth may be total coliform
positive.

d. Monitoring and Anal ytical Requirenents

(1) Public water systenms nust collect total coliform
sanples at sites which are representative of water throughout the
distribution system Sanpling nust be acconplished according to
a witten sanpling plan. The nonitoring frequency and nunber of
routine sanples required for total coliformmnonitoring are based
on the popul ation served by the system and the type of water
source, i.e., groundwater, surface water, etc. Reference (d)
contains sanpling requirenents for the Navy public water system

(2) The standard sanple volunme for m crobiol ogi cal
anal yses nust be 100 mlliliters.

(3) Approved nethods of m crobiological analysis include
the Autoanalysis Coliert System also called the M ninmm Media
ONPG MUG (MMOD-MJG) Test; the Presence-Absence (PA) Coliform Test;
the Multiple-Tube Fernentation (MIF) Techni que, and the Menbrane
Filter (MF) Technique. A step-by-step m crobiological test
procedure for shipboard use is included in reference (1).

e. Repeat Monitoring

(1) A set of three repeat sanples for each total
coliformpositive routine sanple nust be collected. One repeat
sanpl e nmust be collected fromthe sane tap as the original total
coliformpositive sanple, the other repeat sanples nust be
collected fromw thin five service connections of the original
total coliformpositive sanple. At |east one sanple nust be
upstream and the ot her downstream These repeat sanples nust be
collected within 24 hours of being notified of the positive
result of the original sanple, except where the State waives this
requi renent on a case-by-case basis.

5 Encl osure (1)
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(2) If atotal coliformpositive sanple is at the end of
the distribution system or one service connection away fromthe
end of the distribution system the State may wai ve the require-
ment to collect at | east one sanple upstream or downstream of the
original positive sanpling site.

(3) If total colifornms are detected in any repeat sanple,
the system nust collect another set of repeat sanples, as before,
unl ess the MCL has been violated and the system has notified
the State (in which case the State may reduce or elimnate the
requi renent to take the remaining sanples).

(4) If any routine or repeat sanple is total coliform
positive, it nmust also be analyzed to determne if fecal coli-
forns are present, except that the systemmay test for E coli in
lieu of fecal coliforms. The State has the discretion to allow a
wat er system on a case-by-case basis, to forgo fecal coliformor
E. coli testing on total coliformpositive sanples if the system
treats every total coliformpositive sanple as fecal coliform
positive or E. coli positive and conplies with all requirenents
whi ch apply when a sanple is fecal coliformpositive.

5. Turbidity. The MCL for turbidity applies to both conmunity
wat er systens and noncommunity water systens using surface water
sources in whole or in part. The MCL for turbidity in drinking
wat er neasured at representative entry points to the distribu-
tion systemis:

a. One turbidity unit for nonthly average (5 turbidity units
monthly may apply at State option).

b. Five turbidity units (maxinmum average for 2 consecutive
days.

c. These requirenents apply to filtered systens until 29
June 1993. The requirenents apply to unfiltered systens that the
State has determned, in witing, nust install filtration until
29 June 1993 or until filtration is installed whichever is |ater.

After the above dates, consult the latest edition of 40 CFR 141.

6. The MCL for Radi ol ogi cal Contam nants are:

Gross al pha particle activity including radium 226

but excluding radon and uranium................... 15 pG /L
Conmbi ned radi um 226 and radium228.................... 5 pG /L
Triti UM . 20,000 pG /L
Strontium90. . ... .. .. 8 pG /L

Note: Screening indicators have been established for radio-

| ogi cal contam nants. G oss al pha present at |ess than or equal
to 5 pG/L, as an indicator, elimnates the need to anal yze for
Encl osure (1) 6
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radi um 226 and 228. G oss beta present at |ess than or equal
to 8 pG /L, as an indicator, elimnates the need to anal yze for
tritiumand strontium 90.

7. Sodiumand Corrosivity. No MCLs have been published; how
ever, nonitoring is required.

7 Encl osure (1)
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NATI ONAL SECONDARY DRI NKI NG WATER REGULATI ONS ( NSDWR)
Secondary Maxi mum Cont am nant Level s

[OJCont am nant OMCL (ng/L) 0
OA um num J0.05 to 0.02 U
OChl oride 0250 O
OCol or 015 color units U
Copper 0l 0
OCorrosivity ONoncorr osi ve 0
OFl uori de 02 O
[(JFoam ng Agents 0o.5 0
Ulron 0o. 03 U
JManganese 0o. 05 0
OCdor 03 threshol d odor nunber O
OpH 06.5 - 8.5 O
Osil ver 0o. 1 U
OSul fate 0250 O
OTotal dissolved solids (TDS) 500 O
0Zi nc us U

Note: The contam nants covered by this regulation are those that
may adversely affect the aesthetic quality of the drinking water.
These secondary | evels represent goals for drinking water
quality but are not Federally enforceable. |Individual States may
estab- |ish higher, lower, or no levels for these contam nants.
Al'l Navy and Marine Corps facilities nust provide drinking water
of the highest quality in consonance with the NSDWR as wel | as
the Federally enforceabl e NPVWDR

Encl osure (2)



